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	PART No
	Description
	Quantity
	Specification
	Specification

	1
	4 GHz Oscilloscope

	1 pc
	Bandwidth (@ 50Ω) : 4GHz or higher
Bandwidth (@ 1MΩ) : 500MHz or higher
Channel : 4 or more
Vertical Resolution (bit) : 10 bit or higher
Sampling Rate per Channel : 20GSa/s or higher
Sampling Memory per Channel : 50M pts or higher
Rise Time (ps) : less than 120ps
Minimum Time Division : equal or less than 40ps

Display Size : at least 12inch
Touch Screen : mandatory
Display Resolution : 1280 x 800 or higher
Including 4 voltage probes
Interface support : USB, LAN    

	Sávszélesség (@ 50Ω): minimum 4GHz 
Sávszélesség (@ 1MΩ): minimum 500MHz
Csatornák száma: 4 vagy több
Függőleges/vertikális felbontás (bit): 10 bit vagy nagyobb
Mintavételezési frekvencia csatornánként : minimum 20GSa/s 
Mintavételezési memória csatornánként: minimum 50M pts or higher
Felfutási idő (ps): kisebb, mint 120ps
Legkisebb időbeosztás: kisebb vagy egyenlő, mint 40ps

Kijelző mérete minimum 12inch
Érintőképernyő szükséges
Kijelző felbontása: 1280 x 800 vagy nagyobb
4 feszültség kalibrációs egységgel
Interfészek: USB, LAN    


	2
	Oscilloscope (for 0.5GHz or higher)

	1 pc
	Bandwidth (@ 50Ω) : 500MHz or higher
Bandwidth (@ 1MΩ) : 500MHz or higher
Channel : 4 or more
Providing the digital and analog mode.
Vertical Resolution (bit) : 10 bit or higher
Sampling Rate per Channel : 6GSa/s or higher
Sampling Memory per Channel : 50M pts or higher
Rise Time (ps) : less than 700ps
Minimum Time Division: equal or less than 200ps

Display Size: larger than 12 inch
Touch Screen : mandatory
Display Resolution : 1280 x 800 or higher
Including 4 voltage probes
[bookmark: _GoBack]Interface support : USB, LAN    
	Sávszélesség (@ 50Ω): minimum 500MHz 
Sávszélesség (@ 1MΩ): minimum 500MHz 
Csatornák száma: 4 vagy több
Digitális és analóg mód is elérhető.
Függőleges/vertikális felbontás (bit) 10 bit vagy nagyobb
Mintavételezési frekvencia csatornánként: minimum 6GSa/s
Mintavételezési memória csatornánként: minimum 50M pts 
Felfutási idő (ps): kisebb, mint 700ps
Legkisebb időbeosztás: kisebb vagy egyenlő, mint 200ps

Kijelző mérete: minimum 12 inch
Kijelző felbontása: 1280 x 800 vagy nagyobb
4 érzékelővel ellátott
Interfészek: USB, LAN    



