
Technical specification of excimer laser mirrors and windows listed in Call for Proposal #SZTE/2019/PB09506
Part 1.

	Product name
	Description
	Required quantity

	Dielectric mirror 193 nm 
	HR193nm/45° rectangular (min size: 50x27 mm) or circular (Ø50mm or 2")
	2 ea.

	Dielectric mirror 248 nm 
	HR193nm/45° rectangular (min size: 50x27 mm) or circular (Ø50mm or 2")
	2 ea.

	HR excimer rear cavity mirror 193 nm normal incidence
	HR193nm/0° Ø=34 mm, (eventually larger lateral dimensions circular or rectangular)
	1 ea.

	HR excimer rear cavity mirror 248 nm normal incidence
	HR248nm/0° Ø=34 mm, (eventually larger lateral dimensions circular or rectangular)
	1 ea.



Part 2.

	[bookmark: _GoBack]Product name
	Description
	Required quantity

	CaF2 excimer laser window
	Excimer grade CaF2 window  Ø=36+0.00/-0.2mm×5,2+/-0,1 mm
	2 ea.

	MgF2 excimer laser window
	Excimer grade MgF2 window   Ø=36+0.00/-0.2mm×5,2+/-0,1 mm
	2 ea.



Please upload your offer via the website of the Call for the Proposal, No. SZTE/2019/PB09506. 
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