Technical specification of Cardiac conditioning treadmill system for rodents listed in Call for Proposal #SZTE/2019/PB09744

Required features:

	Electrical requirement:
	220V/10A

	Running surface area:
	It was planned and optimised to the research plan considering the existing experiences. 
4 to 6 lanes that are separable at any given time
dirt container that meets the present requests

	Dimensions: 
	[bookmark: _GoBack]Suitable for the given animal species sample sizes and body sizes: guinea pigs and rats, weighing 500 to 700 grams

	
	 

	Speed:
	2-50 meters per minute, with adjustable acceleration in minimum 0.1 meter per minute increments

	Slope:
	0 to 30 % at staggered 5% increment during process

	Usability: 
	software controlled setting panel which is variable continuously during the procedure


	Mandatory accessories:
	box, passage etc. that separates animals, with a lid you could open
dirt container function
control panel: fixed formulation
emergency stop button on the control panel
lateral wall



Load capacity: 		6 x 0.7 kg (small animal)

Other requiements:
-  Shock grid system that can be optionally used for electrical stimulation of the small animals.
- Apparatus that suitable for ergonomic requirements.
- A running surface area that is optimised to the research plan considering the movement requirements of the experimental animals.
- A running surface area which is acid-proof and base-proof and easy to clean and disinfect.
- Shipping, installation or appropriate description. In a latter case the usability, installation should not require professional knowledge.
-  Contains emergency stop button.


Please upload your offer via the website of the Call for the Proposal, 
No. SZTE/2019/PB09744
