Technical specification of Thomson Spectrometer Accessories, listed in Call for Proposal # SZTE/2020/PB10500

	Part #
	Description
	Quantity
	Specification

	1
	Printed circuit board (PCB)

	1 pack with 10 pcs
	Form: sheet
Base material: Epoxy Glass Fabric Laminate
Material: copper, FR4
Type: single-sided, not photoresist 
Size: multiple of 50x50 mm ± 1mm
Total thickness: 1.6 mm± 10%
Copper thickness: 35 µm ±10%

	
	plus shipping cost for the products above

	

	Part #
	Description
	Quantity
	Specification

	2
	Magnet
	16 pcs
	Material: Neodymium
Shape: rectangular
Size: 50x50 mm ± 0.1 mm 
Magnetic strenght: 0.1 T ± 10% 
Poles: on opposite 50 mm x50 mm faces
Coat: at least one layer coat to reduce corrosion and provide a smooth finish

	
	plus shipping cost for the products above

	

	Part #
	Description
	Quantity
	Specification

	3
	Precision Pinholes
	3 pcs of each size, 12 pcs altogether
	Type: mounted
Pinhole material: stainless steel or copper
Mount material: aluminum or stainless steel
Thickness of pinhole: 0.02mm±0.01 mm
Diameter of mount:25.0 mm ±1 mm
1.	fixed aperture diameter: 50 µm ±10% 
2.	fixed aperture diameter: 100 µm ±10%
3.	fixed aperture diameter: 150 µm ±10%
4.	fixed aperture diameter: 200 µm ±10%

	
	plus shipping cost for the products above



Suppliers may submit their offer or offers for either one or more parts.
Offers to be submitted separately for each of the individual parts listed in the specification. Please clearly refer the No of the Part and the products in your offer. Please include shipping cost for each parts.

The quotations will be then evaluated separately for each individual parts, and evaluation principle will be the lowest price for each parts, separately.

Please note that offers must fully match the criteria listed above, or may be a better substitute. Offers for products with less specification and quantities will be considered invalid.
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