Technical specification of Near-Infrared Optical Detection, listed in Call for Proposal # SZTE/2020/PB10518
Part 1 –Near infrared viewers
	#
	Description
	Quantity
	Specification

	1
	Near-infrared viewer, Magnification: 1X


	1
	Magnification: 1X
Spectral Sensitivity: 350-1300nm
Field of view: 40°
Resolution: 60 lines/mm
C-mount Camera adapter
C-mount ring for any CCD lenses
Hand-held 
Battery powered

(Sample product: ABRM-1300-1
This model is optional. Suppliers may offer a different make if it matches the specified parameters)

	2
	Near-infrared viewer, Magnification: 2X

	1
	Magnification: 2X
Spectral Sensitivity: 350-1300nm
Field of view: 20°
Resolution: 60 lines/mm
C-mount Camera adapter
C-mount ring for any CCD lenses
Hand-held 
Battery powered

(Sample product: ABRM-1300-2
This model is optional. Suppliers may offer a different make if it matches the specified parameters)

	3
	plus shipping cost for the products above



Part 2 – Large NA objectives with C-mount extension tube kit
	#
	Description
	Quantity
	Specification

	2
	Large NA objectives with C-mount extension tube kit

	2
	Focal Length: 50mm
Aperture (Max): f/0.95
Camera Threading: C-Mount
With equipped lockable focus and aperture rings
Quantity: 2

Extension kit: 0.5mm, 1mm, (2) 5mm, 10mm, 15mm, & 40mm spacers

(Sample products: Thorlabs MVL50HS , C-mount extension tube kit
These models are optional. Suppliers may offer a different make if it matches the specified parameters)

	
	plus shipping cost for the products above
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Part 3 – Fast photodetectors

	#
	Description
	Quantity
	Specification

	1
	Fast Photodetector (less than 40ps)

	3
	Bandwidth: 10GHz or higher
Rise Time: less than 40 ps
Spectral Range: including 400-1500nm
Sensitive Area (diameter): 30-200µm
Noise Equivalent Power: less than 1.0E-13
Dark Current: less than 1nA
Connector: SMA or BNC type
Window Type: Quartz
Material: InGaAs or Si
Incl. power supply

(Sample product: Alphalas UPD-35-UVIR-D. 
This model is optional. Suppliers may offer a different make if it matches the specified parameters)

	2
	Fast Photodetector (less than 200ps)

	3
	Bandwidth: 2GHz or higher
Rise Time: equal to or less than 200 ps
Spectral Range: including 400-990nm
Sensitive Area (diameter): 30-500µm
Noise Equivalent Power: less than 1.0E-13
Dark Current: less than 1nA
Connector: SMA or BNC type
Window Type: Quartz
Material: InGaAs or Si
Incl. power supply

(Sample product: Alphalas UPD-200-SD.
This model is optional. Suppliers may offer a different make if it matches the specified parameters)

	3
	plus shipping cost for the products above




Suppliers may submit their offer or offers for either one or more parts.
Offers to be submitted separately for each of the individual parts listed in the specification. Please clearly refer the No of the Part and the products in your offer. Please include shipping cost for each parts.

The quotations will be then evaluated separately for each individual parts, and evaluation principle will be the lowest price for each parts, separately.

Please note that offers must fully match the criteria listed above, or may be a better substitute. Offers for products with less specification and quantities will be considered invalid.

Date: 10th of  March, 2020

Please upload your offer on the website of the Call for the Proposal, 
No SZTE/2020/PB10518
