Technical specification of Universal Gas Analyzer, listed in Call for Proposal #SZTE/2020/PB10718
Product name: Universal Gas Analyzer
Required quantity: 1 ea

Specs: 
Inlet:
· Type: stainless steel and PEEK capillaries, two extra 2.75" CF ports
· Pressure: about 10–4 mbar to several bar (depending on connecting ports and capillary)
Mass Spectrometer:
· Type: quadrupole (RGA)
· Detector: Faraday cup and electron multiplier
· Mass range: 200 amu
· Resolution: better than 0.5 amu (at 10 % of peak height)
· Detection limit: less than 1 ppm
· Operating pressure: 5 × 10–6 Torr
Connections:
· Sample inlet:
· 1 mbar to 1 bar ⅛" Ultra-Torr® fitting
· 10–1 to 10–4 Torr 2.75" CF port
· <10–4 Torr 2.75" CF port
· Computer interface: RS-232 or Ethernet
Software: Windows software, control the system including RGA
System:
· High-vacuum pump: hybrid turbo-molecular
· Diaphragm pump: advanced low pressure
Materials:
· Construction: SS304 and SS316
· Insulators: alumina, ceramic
· Seals: Viton®, buna-N, nitrile butyl rubber, copper gasket
Warranty: at least 1 year
Other requirements:
· Heated capillary (inlet)
· Capable to measure up to 100 % H2


Please note that offers must fully match the criteria listed above, or may be a better substitute. Offers for products with less specification and different subtotal quantities will be considered invalid.

Date: June 03. 2020.


Please upload your offer on the website of the Call for the Proposal, No. SZTE/2020/PB10718
