T402-TB meter specification
T402-TB meter and compatible sensor (1 piece):
· T402-TB meter (dual console and T=S410 tubing flow meter) — 1 piece
· ME-4PXN Inline Flowsensor (Slot 1: krebs, 37C, LF) — 1 piece
Required quantity: 1 pc

Specification:
Operational technology: Ultrasonic Transit-time
Tubing ID: 3.2 mm
Barb OD: 4 mm
Lower linear flow limit: 50 ml/min
Max measurement range: -250 to +250 ml/min
Flow outputs:
· resolution: ± 0.1 ml/min at 10 Hz
· low flow: 50 ml/min 1V output
· standard flow scale: 200 ml/min 1V output
· max flow: 1 L/min 5V output
Max zero offset: ± 2 ml/min
Absolute accuracy: ± 4% of reading
Linearity: ± 2%
Ultrasound frequency: 4.8 MHz
Total lenght w/ tube ends: 25 mm
Case lenght w/o tube ends: 16 mm
Calibrated for Krebs Solution, at 37°C.

The sensor must be adequate for low flow organ studies and should be applicable in a wide range of animals (rat, guinea pig, rabbit) with high sensitivity. The fluid, temperature, flow rate should be calibrated and pre-programmed, ought to be easily modified according to the needs of the experiment.
Please upload the following documents:
· Completed EU EFOP Summary sheet;
AND:
· Your quotation/offer.
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